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Drones  

Å Autonomous or manually 
controlled  

Å Small, light, manoeuvrable, cheap  
Å Various applications  
ï Geomapping , photography, 

delivery  

Å Possible uses in CSP plant setting  
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Current Procedure  

Å Manually aim heliostat to target below 
receiver  

Å Downsides  
ï Limited to daytime  
ï Takes very long  
ï Loss of accuracy over time  

Å External loadings compensated for 
with heavy frames  
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Advantages and Problems of Using Drones  

Å Teams of dedicated drones means more 
frequent calibration  
ï Lighter, cheaper frames = lower cost of 

plant  

Å One drone receiver, other source  
Å Ftqpgu"fqpĦv"jqnf"rqukvkqp"ceewtcvgn{ 
ïWind, model, GPS errors, etc.  

Å How accurately does is hold its pose?  
ï Required by calibration model  
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Measurement  System  

Å Has been done for indoor systems  
ïUses sophisticated camera system in control 

loop  
ïCurrent methods not applicable to outdoor 

measurement (requires GPS lock)  
Å Use CV - based system  

ï Lasers + Radar unavailable and expensive  
ï CV system uses any camera + OpenCV  = very cheap  
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Measurement System (Cont.)  

Å Estimates pose by tracking 
corners on chessboard  

Å Some errors involved  
ï Need to determine those 

errors before it can be 
used  
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Error  Measurement  
Å Error determined by comparing with state - of - the -

art Vicon  indoor camera measurement system  
Å Hktuv"qrvkokug"ecogtc"ocvtkzĦu"hqecn"ngpivju"vq"

improve pose estimate  
ï Find f x, f y by minimising error and constant offset bias  

ï Cost Function: ╕ὪȟὪ ╟╫ ╟╫ ╟╬ ╟╬  ꜗ

Å Find errors by comparing Vicon  with camera data  
Å Check for interdimensional  dependence with 

covariance matrix  
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Camera  vs. Vicon : x 
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Camera  vs. Vicon : y 
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Camera  vs. Vicon : z 
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Camera  vs. Vicon : roll  
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Camera  vs. Vicon : pitch  




